


 
 
 
SPECIFICATION DATA  
 
2. PRODUCT NAME  
IdeaPaint™ PRO Dry-Erase Coating  
 
3. MANUFACTURER  
IdeaPaint™  
25 First St, Suite 100.  
Cambridge, MA 02141 
617.714.1050 
E-Mail: service@ideapaint.com  
Web: www.ideapaint.com  
 
4. PRODUCT DESCRIPTION  
IdeaPaint™ is a patented coating that creates a high performance dry-erase writing 
surface. IdeaPaint™ works using industry standard dry-erase markers and erasers.  
 
Basic Use:  
IdeaPaint™ is a creative low cost alternative for offices, schools, and homes to transform 
entire walls, or any smooth surface, into a dry-erase writing surface.  
IdeaPaint™ is particularly effective in recoating old and warn out whiteboards and 
chalkboards.  
 
Composition and Materials:  
2-part, solvent based coating.  
 
5. INSTALLATION  
Preparation:  
IMPORTANT!: The IdeaPaint™ surface will be only as smooth as the surface it covers. PREP & 
SMOOTH SURFACE CAREFULLY!  
Repair damaged areas by filling voids with spackle. Sand smooth any repaired or textured 
surfaces. Scuff glossy and non-porous surfaces using a light sandpaper.  
Clean any dirty surfaces and remove dust using a clean dry cloth, or rubbing / denatured alcohol 
if needed. DO NOT CLEAN SURFACE WITH WATER, as moisture will cause the paint to cure 
prematurely, thus altering its performance.  
Prime surface until the color of the existing surface does not show through. Use non-tinted PVA 
Interior Latex Primer. Allow primer to dry according to manufacturer’s recommendations.  
Refer to IdeaPaint™ installation manual for additional information on required tools and 
installation requirements.  
 
Application:  
For best results paint in a clean, dustless environment.  
Maintain ambient temperature within building at not less than 68 deg F minimum 72 hours prior to 
beginning of installation.  
Provide 100% outside air ventilation of application areas to minimize odors in building.  
Paint surface in approximately 2 foot wide sections by working from one end to the other. Only 
cut in edges of one section at a time. Complete each section before moving on. Maintain a wet 



edge to avoid lap marks.  
Apply single coat ONLY.  
Apply with provided FoamPRO™ brand foam roller covers ONLY.  
Remove masking tape within 1 hour of painting.  
Clean equipment with acetone or denatured alcohol.  
IdeaPaint™ must cure for 1 week, at room temperature, prior to use. 
 
IdeaPaint™ may be recoated if damaged or due to wear and tear. The original surface must be 
deglossed by sanding surface and priming before recoating with IdeaPaint™.  
 
Limitations:  
Product must be applied with FoamPRO™ roller covers.  
Once mixed, product pot life is 1-hour. Paint dries quickly and CAN NOT be re-rolled. 
  
Precautions:  
Follow safety precautions according to the IdeaPaint™ Material Safety Data Sheet.  
Avoid airflow over fresh coating that may contain dust or other contaminants.  
 
6. AVAILABILITY AND COST  
 
Availability:  
Contact manufacturer for local IdeaPaint™ representative.  
IdeaPaint™ is available in quarts covering approximately 50 SF.  
IdeaPaint™ can only be applied in 1 Coat.  
Cost: Contact Manufacturer for current pricing.  
Distribution: MDC Wallcoverings  
 
7. WARRANTY  
Materials: 10 years.  
 
8. MAINTENANCE  
Daily erasure and cleaning should be done with a standard dry-erase eraser or a dry cloth. For 
periodic and more thorough cleaning, a damp cloth may be used.  
 
9. TECHNICAL SERVICES  
IdeaPaint™ offers the following technical resources:  
 Technical data sheets  
 MSDS sheets  
 CSI 3-part specification in Word, WordPerfect, and PDF.  
 Application guide  
 
10. ADDITIONAL INFORMATION  
Website: www.ideapaint.com  
www.4specs.com  
Branch Office: 500 Davis Street, San Francisco, CA 94111 




